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Administration

Operator
Telephone
Fax

e-Mail

DIALux

16.07.2013

ESSYSTEM 6730001 TR135.RPA / Luminaire Data Sheet

Luminous emittance 1:

Luminaire classification according to CIE: 100
CIE flux code: 65 96 100 100 78

Ceiling mounted luminaire. Fluorescent tubes. Electronic or inductive
ballasts with power compensation. Housing of steel sheet powder coated
white. Opal or prismatic diffuser; lamella or aluminium parabolic louvre.
Enclosed emergency packs installed on request. Direct/indirect architectural
lighting for offices, passages in commercial venues, etc.

DIALux 4.10 by DIAL GmbH
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Luminous emittance 1:

Glare Evalustion According to UGR
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Administration

Operator
Telephone
Fax

e-Mail

DIALux

16.07.2013

ESSYSTEM 6050001 KT 214.P-AM / Luminaire Data Sheet

Luminaire classification according to CIE: 100
CIE flux code: 67 99 100 100 65

Luminaire for recessed installation in modular or plasterboard false ceilings.
Fluorescent tubes. Electronic ballast. Housing of steel sheet powder coated
white. Parabolic aluminium louvre. Enclosed emergency pack installed on
request. General architectural lighting for offices, passages in commercial
venues, etc.

DIALux 4.10 by DIAL GmbH

Luminous emittance 1:
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Administration

Operator
Telephone
Fax

e-Mail

DIALux

16.07.2013

ESSYSTEM 7135001 KT 414.1P-AM DIM / Luminaire Data Sheet

Luminaire classification according to CIE: 100
CIE flux code: 71 99 100 100 72

Luminaire for recessed installation in modular or plasterboard false ceilings.
Fluorescent tubes. Electronic ballast. Housing of steel sheet powder coated
white. Parabolic aluminium louvre. Enclosed emergency pack installed on
request. General architectural lighting for offices, passages in commercial
venues, etc.

DIALux 4.10 by DIAL GmbH

Luminous emittance 1:

o5 o8
=" (o
b w
@ &
= 47
0
o i e i 30
c/kdm =72
—_—-an —n-an
Luminous emittance 1:
Glare Evalustion According to UGR
- =i ] 75 £ = = E] 75 £ = =
2 vl = 30 EL] = = = 30 50 = =
T = 20 20 = = = 20 0 ] =
{2 foo — =
oom Sec nenrg dedor Lyt agls dowrg drocor pardld
x ¥ = @9 3 lorp @an
] 4 |125 1335 128 135 137 | %8 WS @1
|22 @5 @23 13 33| a7 wms s
@ |22 123 124 132 138 | %8 s 83
|20 127 @3 wo 133 | s w3
|20 @7y @y wms 133 | 85 w2
24| s 128 23 29 132 | 33 132
a 2|22 133: w28 1333 138 |wz ms
|12: 128 123 11 3134 | sz 19
|28 wps w@e wWs 133 | ax  ms
ot| 25 123 24 @28 32| 87 m2
| 24 24 285 132|897 wm
2 23 123 @27 31| a8 @
= - 24 123 us 112 | s m
& 22 13 128 131 | 38 83
= 2 23 128 30| s a8
2 2o 122 @23 30| 83 a8
1 - 1235 123 127 131 | %8 WS 1480
e 21 123 128 10| 85 8 10
;| 120 @22 @23 30| 8s %3 1m0
Y AtES of tNe SO 2SS B P LT JRBNaM B
tetom 41 / -28 18 [ -as
Selmm 23 | 123 s34 | <ma
S =204 saz | -7 san | Mo
Sarderd ke =x =xm
Camezton r2 53
Surmerarnd

Cometes Sare S relhrrg s B0 Tite Lomrcos Fua

Page 4



Administration _ D | A I_ ux

16.07.2013
Operator
Telephone
Fax
e-Mail
Room 1/ Summary
7.24m
) . 000
':: 00 la.ze -
Height of Room: 2.900 m, Mounting Height: 2.800 m, Maintenance factor: Values in Lux, Scale 1:94
0.80
Surface p [%] E,, [IX] Emin [IX] Emax [IX] u0
Workplane / 560 323 779 0.577
Floor 20 469 292 592 0.623
Ceiling 70 100 67 117 0.670
Walls (4) 50 228 74 564 /
Workplane: UGR Lengthways- Across  to luminaire axis
Height: 0.750 m Left Wall 12 <10
Grid: 32 x 64 Points Lower Wall 12 <10
Boundary Zone: 0.000 m (CIE, SHR =1.00.)

llluminance Quotient (according to LG7): Walls / Working Plane: 0.400, Ceiling / Working Plane: 0.178.

Luminaire Parts List

No. Pieces Designation (Correction Factor) ® (Luminaire) [Im]  ® (Lamps) [Im] P [W]
y 6 (E18080\(()?TEM 7135001 KT 414.1P-AM DIM 3452 4800 60.0

Total: 20715  Total: 28800 360.0

Specific connected load: 15.27 W/m? = 2.73 W/m?/100 Ix (Ground area: 23.57 m?)

DIALux 4.10 by DIAL GmbH Page 5



Administration

Total Luminous Flux: 20715 Im
Total Load: 360.0 W
Maintenance factor: 0.80
Boundary Zone: 0.000 m
Surface Average illuminances [Ix]
direct indirect
Workplane 460 100
Floor 364 105
Ceiling 0.16 100
Wall 1 93 97
Wall 2 149 96
Wall 3 93 97
Wall 4 149 96

Uniformity on the working plane
u0: 0.577 (1:2)
Erin / Emax: 0-415 (1:2)

max-*

Operator
Telephone
Fax

e-Mail

DIALux

16.07.2013

Room 1/ Photometric Results

Reflection factor [%]
total

560 /
469 20
100 70
190 50
245 50
190 50
245 50
UGR Lengthways-

Left Wall 12

Lower Wall 12

(CIE, SHR = 1.00.)

Average luminance [cd/m?]

Across
<10
<10

/
30
22
30
39
30
39

to luminaire axis

llluminance Quotient (according to LG7): Walls / Working Plane: 0.400, Ceiling / Working Plane: 0.178.

Specific connected load: 15.27 W/m? = 2.73 W/m?/100 Ix (Ground area: 23.57 m?)

DIALux 4.10 by DIAL GmbH
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Operator
Telephone
Fax

e-Mail

T289m

To.s0

0.00

329m

Height of Room: 2.900 m, Mounting Height: 2.900 m, Maintenance factor:

0.80
Surface p [%] E,v [IX]
Workplane / 486
Floor 20 310
Ceiling 70 69
Walls (4) 50 164
Workplane:

Height: 0.750 m

Grid: 16 x 16 Points

Boundary Zone: 0.500 m

llluminance Quotient (according to LG7): Walls / Working Plane: 0.333, Ceiling / Working Plane: 0.142.

Luminaire Parts List
No. Pieces Designation (Correction Factor)

1 2 (1.000)

Specific connected load: 12.61 W/m? = 2.59 W/m?/100 Ix (Ground area: 9.51 m?)

DIALux 4.10 by DIAL GmbH

ESSYSTEM 7135001 KT 414.1P-AM DIM

Ein [IX]
339
222

48
47

@ (Luminaire) [Im]

Total:

DIALux

16.07.2013

Room 2/ Summary

Values in Lux, Scale 1:38

Enax [IX]
621

375

86

533

@ (Lamps) [Im]

Total:

u0

0.698
0.714
0.694

P W]
60.0
120.0
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Administration

Total Luminous Flux: 6905 Im
Total Load: 120.0 W
Maintenance factor: 0.80
Boundary Zone: 0.500 m
Surface Average illuminances [Ix]
direct indirect
Workplane 411 75
Floor 229 82
Ceiling 0.15 69
Wall 1 69 72
Wall 2 119 69
Wall 3 75 73
Wall 4 117 69

Uniformity on the working plane

u0: 0.698 (1:1)
Enmin / Emax: 0.547 (1:2)

max-*

total
486
310
69
141
188
147
186

Operator
Telephone
Fax

e-Mail

DIALux

16.07.2013

Room 2 / Photometric Results

Reflection factor [%]

/
20
70
50
50
50
50

Average luminance [cd/m?]

/
20
15
22
30
23
30

llluminance Quotient (according to LG7): Walls / Working Plane: 0.333, Ceiling / Working Plane: 0.142.

Specific connected load: 12.61 W/m? = 2.59 W/m?/100 Ix (Ground area: 9.51 m?)

DIALux 4.10 by DIAL GmbH
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Administration

Operator

Telephone

Fax

e-Mail
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0.00 0.50 3.40 390 m

Height of Room: 2.900 m, Mounting Height: 2.800 m, Maintenance factor:

DIALux

16.07.2013

Room 3/ Summary

Values in Lux, Scale 1:38

0.80
Surface p [%] E, [IX] Enin [IX] Emax [IX] u0
Workplane / 446 303 621 0.678
Floor 20 292 203 386 0.695
Ceiling 70 57 40 68 0.711
Walls (4) 50 136 40 389 /
Workplane:

Height: 0.750 m

Grid: 32 x 32 Points

Boundary Zone: 0.500 m

llluminance Quotient (according to LG7): Walls / Working Plane: 0.285, Ceiling / Working Plane: 0.127.

Luminaire Parts List

No. Pieces Designation (Correction Factor) ® (Luminaire) [Im] @ (Lamps) [Im]

y 2 ESSYSTEM 7135001 KT 414.1P-AM DIM 3459 4800
(1.000)

Total: 6905 Total: 9600

Specific connected load: 10.65 W/m? = 2.39 W/m?/100 Ix (Ground area: 11.27 m?)

DIALux 4.10 by DIAL GmbH

P W]
60.0
120.0
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Administration

Total Luminous Flux: 6905 Im
Total Load: 120.0 W
Maintenance factor: 0.80
Boundary Zone: 0.500 m
Surface Average illuminances [Ix]
direct indirect
Workplane 388 58
Floor 222 69
Ceiling 0.1 57
Wall 1 62 61
Wall 2 97 58
Wall 3 63 61
Wall 4 97 58

Uniformity on the working plane

u0: 0.678 (1:1)
Emin / Emax: 0.487 (1:2)

max-*

total
446
292
57
123
154
123
154

Operator
Telephone
Fax

e-Mail

DIALux

16.07.2013

Room 3 / Photometric Results

Reflection factor [%]

/
20
70
50
50
50
50

Average luminance [cd/m?]

/
19
13
20
25
20
25

llluminance Quotient (according to LG7): Walls / Working Plane: 0.285, Ceiling / Working Plane: 0.127.

Specific connected load: 10.65 W/m? = 2.39 W/m?#/100 Ix (Ground area: 11.27 m?)

DIALux 4.10 by DIAL GmbH
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Administration _ D | A I_ ux

16.07.2013

Operator
Telephone
Fax

e-Mail

Koridor / Summary

100

la o of &

I , 000
IS 00 .8 94 m
Height of Room: 2.900 m, Mounting Height: 2.900 m, Maintenance factor: Values in Lux, Scale 1:64
0.80
Surface p [%] E,y [IX] Emin [IX] Emax [IX] u0
Workplane / 129 90 149 0.697
Floor 20 129 90 150 0.695
Ceiling 70 62 41 81 0.658
Walls (4) 50 129 42 535 /
Workplane:

Height: 0.000 m

Grid: 64 x 8 Points

Boundary Zone: 0.000 m

llluminance Quotient (according to LG7): Walls / Working Plane: 1.002, Ceiling / Working Plane: 0.478.

Luminaire Parts List

No. Pieces Designation (Correction Factor) ® (Luminaire) [Im]  ® (Lamps) [Im] P [W]

1 4 ESSYSTEM 6050001 KT 214.P-AM (1.000) 1550 2400 32.0
Total: 6200 Total: 9600 128.0

Specific connected load: 13.24 W/m? = 10.24 W/m?#/100 Ix (Ground area: 9.67 m?)

DIALux 4.10 by DIAL GmbH Page 11



Administration

Total Luminous Flux: 6200 Im
Total Load: 128.0 W
Maintenance factor: 0.80
Boundary Zone: 0.000 m
Surface Average illuminances [Ix]
direct indirect
Workplane 82 47
Floor 82 47
Ceiling 1.01 61
Wall 1 76 58
Wall 2 37 52
Wall 3 76 58
Wall 4 37 53

Uniformity on the working plane

u0: 0.697 (1:1)
Emin / Emax: 0.604 (1:2)

max-*

total
129
129
62
134
89
134
90

Operator
Telephone
Fax

e-Mail

DIALux

16.07.2013

Koridor / Photometric Results

Reflection factor [%]

/
20
70
50
50
50
50

Average luminance [cd/m?]

/
8.23
14
21
14
21
14

llluminance Quotient (according to LG7): Walls / Working Plane: 1.002, Ceiling / Working Plane: 0.478.

Specific connected load: 13.24 W/m? = 10.24 W/m?#/100 Ix (Ground area: 9.67 m?)

DIALux 4.10 by DIAL GmbH
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Administration

DIALux

16.07.2013
Operator
Telephone
Fax
e-Mail
Dressroom / Summary
/ | o
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! 1

1 |
I 1

0.00

Height of Room: 2.900 m, Mounting Height: 2.900 m, Maintenance factor:

0.80
Surface p [%] E,, [IX] Enin [IX] E nax [IX]
Workplane / 201 147 256
Floor 20 202 149 255
Ceiling 70 50 35 75
Walls (4) 50 113 36 261
Workplane:

Height: 0.000 m

Grid: 32 x 32 Points

Boundary Zone: 0.000 m

llluminance Quotient (according to LG7): Walls / Working Plane: 0.563, Ceiling / Working Plane: 0.247.

Luminaire Parts List

No. Pieces
1 2

Designation (Correction Factor)
ESSYSTEM 6730001 TR135.RPA (1.000)

® (Lamps) [Im]
3300
6600

@ (Luminaire) [Im]
2551
5102

Total: Total:

Specific connected load: 7.63 W/m? = 3.79 W/m?/100 Ix (Ground area: 10.75 m?)

DIALux 4.10 by DIAL GmbH

Values in Lux, Scale 1:38

u0

0.732
0.738
0.701

P W]
41.0
82.0

Page 13



Administration _ D | A I_ ux

16.07.2013

Operator
Telephone
Fax

e-Mail

Dressroom / Photometric Results

Total Luminous Flux: 5102 Im

Total Load: 82.0W

Maintenance factor: 0.80

Boundary Zone: 0.000 m

Surface Average illuminances [Ix] Reflection factor [%] Average luminance [cd/m?]

direct indirect total

Workplane 147 54 201 / /
Floor 147 54 202 20 13
Ceiling 1.30 48 50 70 11
Wall 1 54 49 103 50 16
Wall 2 79 47 126 50 20
Wall 3 54 49 103 50 16
Wall 4 79 47 126 50 20

Uniformity on the working plane
u0: 0.732 (1:1)
Emin / Emax: 0.577 (1:2)

llluminance Quotient (according to LG7): Walls / Working Plane: 0.563, Ceiling / Working Plane: 0.247.
Specific connected load: 7.63 W/m? = 3.79 W/m?#/100 Ix (Ground area: 10.75 m?)

DIALux 4.10 by DIAL GmbH Page 14



