Crpapa 3a cenapupaHe
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Order No.:
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Date: 15.08.2014
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Crpaga 3a cenapupaHe

— DIALux

15.08.2014

Operator

Telephone

Fax
e-Mail

ESSYSTEM 2405000 CO2 249 / Luminaire Data Sheet

Luminaire classification according to CIE: 95
CIE flux code: 35 64 87 95 85

Ceiling mounted or pendant luminaire. Fluorescent tubes. Standard or
dimmable electronic ballasts. Housing of grey PC. Clear PC diffuser. White
reflector of steel sheet. Enclosed emergency pack installed on request.

Suspensions not included. Industrial lighting, car parks, commercial facilities.

DIALux 4.12 by DIAL GmbH

Luminous emittance 1:
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Luminous emittance 1:
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Operator
Telephone
Fax

e-Mail

BEGHELLI SPA 14833 ACCIAIO T5 RE 280W 14833 ACCIAIO T5 RE 280W / Luminaire
Data Sheet

Luminous emittance 1:

See our luminaire catalog for an image of the 1050 1050
luminaire.
g0° 90°
73° 73°
60° 60°
452 452
300
30° 15 o= 15 30°
cd/klm n=72%
m—C0-C180 ==Cg0-C270
Luminaire classification according to CIE: 100 Luminous emittance 1:
CIE flux code: 49 82 97 100 72
Glare Evaluation According to UGR
70 70 1] 1] 30 70 70 0 50 30
50 30 50 30 30 50 30 1] 30 0
20 20 20 20 20 20 20 20 20 0
Vizwing diraction ioh =) Viewing direction parallel
o lamp axis to lamp axs
2H 2H 22.0 233 22.3 235 238 20.7 22.0 210 22.3 225
3H | 233 24.5 23.6 24.8 25.0 22.0 232 214 235 237
4H 24.5 24.1 251 25.4 22.4 235 227 21.8 24.1
EH 4.9 4.2 252 25.5 225 23.6 219 23.9 24.2
EH 24.9 24.2 25.2 25.5 216 235 229 23.8 24.2
12H 24.8 24.2 25.1 25.4 225 235 229 23.8 24.1
4H 2H 236 228 23.9 24.1 215 1.6 218 229 2337
3H 24.9 24.4 25.2 25.6 23.0 24.0 23.4 24.3 24.6
4H 25.4 24.9 257 26.1 235 24.4 23.9 24.7 251
&H 25.4 25.1 25.8 26.2 23.8 24.5 24.2 24.9 25.3
EH 25.4 252 25.8 26.2 238 24.5 24.3 24.9 253
12H 253 252 5.7 26,2 23.8 24.4 243 24.8 25.3
EH 4H 25.4 25.1 258 26.2 23.8 24.4 24.2 24.8 25.3
&H 25.5 25.4 25.9 26.4 24.1 24.7 24.6 25.1 25.6
&H 255 255 25.9 26.4 242 4.7 24.7 25.1 25.6
12H 254 25.5 25.9 26.4 243 24.6 24.7 25.1 25.6
12H 4H 253 25.2 257 26.1 23.8 24.4 24.2 24.8 25.2
&H 25.4 25.5 25.9 26.4 24.2 24.6 24.6 25.1 25.5
EH 25.4 255 25.9 26.4 24.3 24.7 24.8 25.1 25.6

‘Varialion of the ofmerver poition Tor the luminsine detances S

S=10H +0.2 | 0.1
5=L15H +0.5 .
5=20H +10 / -1.3
Standard table EKD4
-2 1.5

Corrected Glare Indices referring to 12300im Totsl Luminous P
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Operator
Telephone
Fax

e-Mail

Pa6oTHO nomMeweHre / Summary
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0.00 24_00 36.00 m
Height of Room: 8.500 m, Mounting Height: 8.500 m, Maintenance factor: Values in Lux, Scale 1:405
0.80
Surface p [%] E,, [IX] Emin [IX] Emax [IX] u0
Workplane / 328 125 532 0.382
Floor 20 319 141 502 0.441
Ceiling 70 75 48 268 0.633
Walls (6) 50 180 58 1512 /
Workplane:

Height: 0.750 m

Grid: 64 x 64 Points

Boundary Zone: 0.000 m

llluminance Quotient (according to LG7): Walls / Working Plane: 0.549, Ceiling / Working Plane: 0.228.

Luminaire Parts List

No. Pieces Designation (Correction Factor) ® (Luminaire) [Im] @ (Lamps) [Im] P [W]

BEGHELLI SPA 14833 ACCIAIO T5 RE 8855 12300  160.0

1 53 280W 14833 ACCIAIO T5 RE 280W (1.000)

Total: 469336 Total: 651900 8480.0

Specific connected load: 8.64 W/m? = 2.63 W/m?/100 Ix (Ground area: 981.72 m?)
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Operator
Telephone
Fax

e-Mail

Hasec 1/ Summary
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0.00 4201 m
Height of Room: 8.500 m, Mounting Height: 8.500 m, Maintenance factor: Values in Lux, Scale 1:301
0.80
Surface p [%] E,, [IX] Enin [IX] Eax [IX] uo
Workplane / 285 160 350 0.561
Floor 20 273 166 331 0.609
Ceiling 70 72 58 97 0.811
Walls (4) 50 171 66 360 /
Workplane:

Height: 0.750 m

Grid: 64 x 32 Points

Boundary Zone: 0.000 m

llluminance Quotient (according to LG7): Walls / Working Plane: 0.609, Ceiling / Working Plane: 0.251.
Luminaire Parts List

No. Pieces Designation (Correction Factor) ® (Luminaire) [Im] @ (Lamps) [Im] P [W]

BEGHELLI SPA 14833 ACCIAIO T5 RE 8855 12300  160.0

1 28 280W 14833 ACCIAIO T5 RE 280W (1.000)

Total: 247951 Total: 344400 4480.0

Specific connected load: 9.02 W/m? = 3.16 W/m?/100 Ix (Ground area: 496.60 m?)
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Operator
Telephone
Fax
e-Mail
Kabunka / Summary
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Height of Room: 3.000 m, Mounting Height: 2.600 m, Maintenance factor: Values in Lux, Scale 1:219
0.67
Surface p [%] E,, [IX] Emin [IX] Emax [IX] u0
Workplane / 570 235 929 0.412
Floor 20 500 267 687 0.534
Ceiling 70 142 109 160 0.771
Walls (4) 50 331 140 814 /
Workplane:
Height: 0.750 m
Grid: 32 x 64 Points
Boundary Zone: 0.000 m

llluminance Quotient (according to LG7): Walls / Working Plane: 0.578, Ceiling / Working Plane: 0.249.

Luminaire Parts List

No. Pieces Designation (Correction Factor) @ (Luminaire) [Im] @ (Lamps) [Im] P [W]
1 14 ESSYSTEM 2405000 CO2 249 (1.000) 7279 8600 106.0
Total: 101902  Total: 120400 1484.0

Specific connected load: 14.55 W/m? = 2.55 W/m?/100 Ix (Ground area: 102.00 m?3)
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